
Type 6063, Male x Female, BSPP
Type 6063, Male x Female, BSPP

Temperature Range:
-18°C to +70°C

Maximum Working Pressure:
115 PSI

Cracking Pressure:
0.5 PSI

TECH DATA SHEET 160717/08/15

Compact Non-return Valves, Brass

Type 6062, Metric & BSPP
Seal Material NBR

Temperature Range:
-18°C to +70°C

Maximum Working Pressure:
115 PSI

Cracking Pressure:
0.5 PSI

Temperature Range:
-18°C to +70°C

Maximum Working Pressure:
115 PSI

Cracking Pressure:
0.5 PSI

TECH DATA SHEET 160703/09/15

Compact Non-return Valves, Brass

Type 6062, Metric & BSPP

Type 6063, Male x Female, BSPP

Temperature Range:
-18°C to +70°C

Maximum Working Pressure:
115 PSI

Cracking Pressure:
0.5 PSI

TECH DATA SHEET 160717/08/15

Compact Non-return Valves, Brass

Type 6062, Metric & BSPP
Seal Material NBR

Temperature Range:
-18°C to +70°C

Maximum Working Pressure:
115 PSI

Cracking Pressure:
0.5 PSI

Seal Material NBR

Temperature Range:
-18°C to +70°C

Maximum Working Pressure:
115 PSI

Cracking Pressure:
0.5 PSI

If required: O-ring made in FKM
6062 - female-female non return valve

Part Number A B L CH
Conf./
Pack

6062-M5 M5 5.5 26.5 8 10

6062-18 1/8” 8.5 35.5 13 10

6062-14 1/4” 11 43 17 10

6062-38 3/8” 12 58 24 10

6062-12 1/2” 15 63 24 10

If required: O-ring made in FKM
6063 - male-female non return valve

Part Number A B C L CH
Conf./
Pack

6063-18 1/8” 15 10 64 24 10

6063-14 1/4” 8.5 6 37.5 14 10

6063-38 3/8” 11 8 46.5 17 10

6063-12 1/2” 12 9 61 24 10


